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Over the last two decades, Whiteriver floors have grown to become one of the most respected and recognised names in engineered 
flooring. Selecting only the finest hardwoods and combining them with a precision multi-layer construction, Whiteriver are a high 
quality choice for your interior floors. The natural look of a wood floor with the extra stability provided by the engineered construction, 
you truly experience the best of both worlds with a Whiteriver Engineered Wood Floor. Available in a large range of styles and species, 
there is something to suit every home and design taste.

w o o d  fo r  l i v i n g

Renaissance XL - Oak Giorgione 280-480 x 23 x 2000-4000mm. See Page 121



4 ENGINEERED WOOD FLOORINGForest Collection - Portrush Oak 190 x 14 x 1900mm. See Page 15



5ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Landini 120 x 21 x 600mm. See Page 108
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6 ENGINEERED WOOD FLOORING

190 x 14mm Ardmore Oak Smoked-Planed

190 x 14 mm Avoca Oak

190 x 14mm Dalkey Oak Hand-Brushed

190 x 14mm Plank Tavern Oak

190 x 14mm Lismore Oak Smoked

190 x 14mm Erne Oak Smoked

190 x 14mm Glengarra Oak Brushed

180 x 14mm Cashel Oak Smoked BR190 x 14mm Clifden Oak Smoked

190 x 14mm Portrush Oak

Forest Collection Barista Collection

180 x 14mm Barista Oak Con Panna Brushed Matt Varn.

180 x 14mm Barista Oak Americano Brushed Matt Varn. 

180 x 14mm Barista Espresso Matt Varnished.

180 x 14mm Barista Oak Macchiato Brushed Matt Varn. 

180 x 14mm Barista Oak Mocha Brushed Matt Varn. 

180 x 14mm Barista Oak Crema Matt Varnished

180 x 14mm Barista Oak Latte Brushed Matt Varn.

180 x 14mm Barista Oak Napoletana Brushed Matt Varn.

207 x 14mm Barista Espresso Brushed Matt Varn. 

207 x 14mm Barista Oak Macchiato Brushed Matt Varn. 

207 x 14mm Barista Oak Mocha Brushed Matt Varn.

207 x 14mm Barista Oak Latte Matt Varnished
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Barista Collection

130 x 14mm Barista Espresso Brushed Matt Varnished

130 x 14mm Barista Oak Mocha Brushed Matt Varn. 

 130 x 14mm Barista Oak Crema Brushed Matt Varn.

130 x 14mm Barista Oak Napoletana Brushed Matt Varn. 

Heritage 190 x 18mm Oak Lyon Matt

Heritage 190 x 18mm Oak Alvero Grey Limewashed

Heritage 190 x 18mm Select Oak

Heritage 190 x 18mm Oak Cezanne Smoked Brushed

Heritage 190 x 18mm Oak Chardin Smoked

Heritage 190 x 18mm Oak Laurens

Heritage 190 x 18mm Oak Biarritz Brushed

Heritage 190 x 18mm Oak Bordeaux LimewashedHeritage 190 x 18mm Oak Grenoble Brushed

Heritage 189 x 18mm Dakota Walnut

Heritage 189 x 20mm Richmond Oak Matt

Heritage 189 x 20mm Oak Normandy

Heritage 189 x 20mm Oak Renoir Brushed

Heritage 189 x 20mm Oak Monet Distressed Prestige 220 x 20mm Warwick Oak Smoked Brushed

Prestige 220 x 20mm Nottingham Oak

Prestige 220 x 20mm Edinburgh Oak

Heritage Collection Prestige CollectionBarista Herringbone

Prestige 220 x 20mm Eton Oak BrushedHeritage 170 x 21mm Oak Character Unfinished

Prestige 210 x 19mm Oak Character Unfinished

190 x 18mm Nelson Oak
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90 x 18 x 450mm Morrison Oak Smoked Brushed

90 x 18 x 450mm Brookland Oak Grey Limewashed

90 x 18 x 450mm Darwin Oak Smoked

100 x 20 x 500mm Lawson Oak

100 x 20 x 500mm Hobart Oak

90 x 18 x 450mm Charleston Oak Unfinished

90 x 14 x 450mm Hampton Oak Brushed

90 x 14 x 450mm Rhode Island Oak

Whiteriver Herringbone Collection

90 x 18 x 450mm Langley Oak Matt

90 x 18 x 450mm Daintree Oak

Monolam 127 x 18mm Canadian Maple

Monolam 127 x 18mm American Cherry

Monolam 127 x 18mm American Ash

Monolam 127 x 18mm European Oak

Monolam 120 x 18mm Acacia Walnut 

Monolam 127 x 18mm American Walnut

180 x 14mm European Oak 3-StripMonolam 150 x 18mm European Oak

Monolam 150 x 18mm European Oak Brushed

Monolam 150 x 18mm Oak Crème Brushed

Monolam 150 x 18mm American Walnut

Monolam 150 x 18mm European Smoked Oak Brushed

Monolam 190 x 18mm European Oak

Monolam Collection

90 x 18 x 450mm Albury Oak Matt
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Historic Collection

400 x 18 x 980mm Chevron Sydney L&R

400 x 18 x 980mm Chevron Melbourne L&R 400 x 18 x 980mm Chevron Cairns L&R

400 x 18 x 980mm Chevron Perth L&R

400 x 18 x 980mm Chevron Queenstown L&R

400 x 18 x 980mm Chevron Auckland L&R Unfinished

Chevron Collection

900 x 18 x 900mm Oak Light Brushed Unfinished

900 x 18 x 900mm Oak Light BR Matt Varnished

900 x 18 x 900mm Oak Smoked BR Matt Varnished 

Versailles Panels

95-135mm x 15mm Historic Chicago Oak Plank

50 -130mm x 4mm Historic Atlanta Pine Wall Panelling

50 -130 x 4mm Historic New Amsterdam Pine Wall Panelling95-135mm x 15mm Historic Madison Oak Plank 115 x 15 x 575mm Historic Madison Oak Herringbone

70-230mm x 15mm Historic Charleston Pine Plank 90 x 15 x 600mm Historic Charleston Pine Herringbone

90 x 15 x 600mm Historic Charleston Pine Chevron

50 -110 x 4mm Historic Charleston Pine Panelling

95-135mm x 15mm Historic Boston Oak Plank 115 x 15 x 575mm Historic Boston Oak Herringbone 50 -110 x 4mm Historic Columbus Pine Wall Panelling

70-230mm x 15mm Historic Columbus Pine Plank 50-230mm x 18mm Historic New Orleans Elm Plank
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5enDissDnce &ollections with compDtible ȵoor t\pes

260 x 21 x 1950/2400mm Oak Botticelli Smokeed

260 x 13/4 x 1950/2400mm Oak Alberti

120 x 13 x 600mm Oak Della Porta

120 x 21 x 600mm Angelico Smoked

120 x 13/21 x 525mm Compatible Chevron

260 x 13/4 x 1950/2400mm Oak Sangallo

260 x 21 x 1950/2400mm Oak Messina Smoked

120 x 13 x 600mm Oak Leona

120 x 21 x 600mm Lippi Smoked

260 x 13/4 x 1950/2400mm Oak Alessandro

260 x 21 x 1950/2400mm Oak Da Nola

120 x 13 x 600mm Oak Cosini

120 x 21 x 600mm Oak Signorelli

120 x 13/21 x 525mm Compatible Chevron 120 x 13/21 x 525mm Compatible Chevron 120 x 13/21 x 525mm Compatible Chevron 120 x 13/21 x 525mm Compatible Chevron

260 x 13/4 x 1950/2400mm Oak Piero

260 x 21 x 1950/2400mm Oak Carvaggio Smoked

120 x 13 x 600mm Oak Vico Smoked

120 x 21 x 600mm Brandani Smoked

260 x 13/4 x 1950/2400mm Oak Lando

260 x 21 x 1950/2400mm Oak Santino

120 x 21 x 600mm Oak Giulio

120 x 13 x 600mm Oak Bello

260 x 13/4 x 1950/2400mm Oak Lombardo

260 x 21 x 1950/2400mm Oak Da Vinci Smoked

120 x 13 x 600mm Oak Rossi

120 x 21 x 600mm Landini Smoked

120 x 13/21 x 525mm Compatible Chevron
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280-480 x 23mm Oak Giovanni Original Surface

280-480 x 20mm Oak Perugino Sanded Surface

280-480 x 20mm Oak Massacia Sanded380 x 19mm Oak Duccio Sanded

280-480 x 23mm Oak Giorgione Original Surface 280-480 x 19mm Oak Massolino Sanded

280-480 x 20mm Oak Vasari Sanded

380 x 19mm Oak Amadeo Sanded

5enDissDnce ;/

120 x 13/21 x 525mm Compatible Chevron

Compatible Chevron U/F

260 x 13/4 x 1950/2400mm OakMarcello

260 x 21 x 1950/2400mm Oak Salvador

120 x 13 x 600mm Oak Viola

120 x 21 x 600mm Oak Barlo Smoked

120 x 21 x 600mm Oak Texas U/F

260 x 19/4 x 1950/2400mm Oak Character U/F
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7he )orest &ollection boDsts stXnning ���mm width boDrds which Dre ����mm long� giYing D 
fashionable wide, long plank look to your home. Your room will radiate with the warmth of the 
YintDge \et nDtXrDl wood DppeDrDnce Dnd selection oI ȴnishes DYDilDble�

*Cashel Oak boards are 180mm x 1800mm

forest
BY WHITERIVER
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13ENGINEERED WOOD FLOORINGForest Collection - Lismore Oak 190 x 14 x 1900mm. See Page 14
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whiteriver - forest 14mm plank

* Please note that 190 x 14mm Ardmore Oak comes planed as a design feature. This results in a slightly rougher texture around knots and harder areas of the wood surface.

190 x 14 x 1900mm Lismore Oak
Finish: Smoked, White UV Oiled 

D1012021 / *rDding 7\pe� 8niYersDl
Compatible Herringbone: Rhode Island Oak 90 x 14 x 450mm See Page 60

190 x 14 x 1900mm Avoca Oak
Finish: Matt Varnished

D1012019 / *rDding 7\pe� 8niYersDl

*190 x 14 x 1900mm Ardmore Oak
Finish: Smoked, Planed, White UV Oiled

'������� � *rDding 7\pe� 8niYersDl

190 x 14 x 1900mm Dalkey Oak
)inish� HDnd %rXshed .nots 	 6XnNen )iller� 89 Oiled

'������� � *rDding 7\pe� 9intDge

190 x 14 x 1900mm Plank Tavern Oak
)inish� Old 6t\le .nots &rDcNs 	 6XnNen )iller� 89 Oiled  

'������� � *rDding 7\pe� 9intDge

190 x 14 x 1900mm Erne Oak
Smoked, Handscraped, Brushed, White UV Oiled 

'������� � *rDding 7\pe� 8niYersDl

Technical Data Sheets available at www.wrg.ie



15ENGINEERED WOOD FLOORING* Please note that 190 x 14mm Ardmore Oak comes planed as a design feature. This results in a slightly rougher texture around knots and harder areas of the wood surface.

whiteriver - forest 14mm plank

190 x 14 x 1900mm Glengarra Oak
Finish: Brushed, Matt Varnished 

'������� � *rDding 7\pe� 8niYersDl
Compatible Heringbone: Hampton Oak 90 x 14 x 450mm See Page 60

180 x 14 x 1800mm Cashel Oak 
Finish: Smoked, Brushed, Matt Varnished 

'������� � *rDding 7\pe� 8niYersDl

190 x 14 x 1900mm Clifden Oak
)inish� 6moNed� Old 6t\le .nots &rDcNs 	 6XnNen )iller� 

89 Oiled � '������� � *rDding 7\pe� 9intDge

190 x 14 x 1900mm Portrush Oak
)inish� 6peciDl 7reDtment� %lDcN 89 Oiled

'������� � *rDding� 1DtXre

Grading Guideline information Page 136



16 ENGINEERED WOOD FLOORINGForest Collection - Cashel Oak 180 x 14 x 1800mm. See Page 15
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Forest Collection - Clifden O
ak 190 x 14 x 1900m

m
. See Page 15
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Barista is our newest collection of European manufactured engineered 
flooring. Warm contemporary tones are brought together in a palette
of colours to stir the senses and awaken your imagination. We took the 
world‘s love affair with coffee as inspiration for the collection to bring 
you a selection of eight distinctive shades, from frothy light “Latte” and 
“Mocha” to richer “Napoletana” and “Con Panna” there’s a shade to suit 
all tastes.  

B A R I S T A 



19ENGINEERED WOOD FLOORINGBarlinek Heringbone - 130 x 14mm Barista Crema Brushed Matt Varnished
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barista
BY WHITERIVER

207

180MM207MM

2200M
M

14MM

Like choosing coffee, sometimes a “regular” is just not enough to satisfy your desire, that’s 
why we have added a selection of our favourite colours in a wider 207mm plank to the 
collection. These, as well as our standard 180mm wide boards are 2200mm long to give that 
sought after long board look and make a true statement in any setting.
Our Barista Plank range is manufactured to the highest specification, FSC certified and 
perfectly suited for use with underfloor heating.  

180

1. Top Layer
Selected European Oak protected with 5 coats of lacquer.
2. Middle Layer
Pressed laterally to the top layer which restricts natural movement for stability.
3. Bottom Layer
Pressed laterally in the opposite direction to the middle layer for further stability.  

Barista Plank features a 5G click system which is suitable for floating or glue down installation. 



21ENGINEERED WOOD FLOORINGBarista Plank - Oak Mocha 207 x 14 x 2200mm Brushed Matt Varnished (also available in 180mm width). See Page 23



22 ENGINEERED WOOD FLOORINGBarista Plank - Oak Macchiato 207 x 14 x 2200mm Brushed Matt Varnished (also available in 180mm width).
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Barista Oak Latte Brushed Matt Varnished
207 x 14 x 2200mm

D1014053 / Grading Type: Nature

Barista Oak Espresso Brushed Matt Varnished 
207 x 14 x 2200mm

D1014052 / Grading Type: Nature 
See Page 32 for compatible Herringbone

Barista Oak Mocha Brushed Matt Varnished
207 x 14 x 2200mm 

D1014051 / Grading Type: Nature
See Page 32 for compatible Herringbone

Barista Oak Macchiato Brushed Matt Varnished 
207 x 14 x 2200mm

D1014050 / Grading Type: Nature

Barista Wide Plank 207 x 14 x 2200mm

Note: All 207mm colours are available in 180mm width. Please allow 4-6 week lead time for Barista 207mm Wide Plank.

M
icro Bevel on 2 Sides



24 ENGINEERED WOOD FLOORINGBarista Plank - Oak Mocha 180 x 14 x 2200mm Brushed, Matt Varnished See Page 27 (also available in 207mm width). See Page 23



25ENGINEERED WOOD FLOORINGBarista Plank - Oak Espresso 207 x 14 x 2200mm Matt Varnished See Page 23. (also available in 180mm width) See Page 27
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Barista Oak Crema Brushed Matt Varnished
180 x 14 x 2200mm / D1014076

Grading Type: Nature / See Page 32 for compatible Herringbone

Barista Oak Latte Matt Varnished
180 X 14 X 2200mm / D1014072

Grading Type: Universal 

Barista Oak Con Panna Matt Varnished
180 X 14 X 2200mm / D1014073

Grading Type: Rustic / Character 

Barista Oak Napoletana Brushed Matt Varnished
180 X 14 X 2200mm / D1014074

Grading Type: Nature / See Page 32 for compatible Herringbone

Barista Oak Macchiato Brushed Matt Varnished
180 x 14 x 2200mm / D1014077 

Grading Type: Rustic / Character 

Barista Oak Mocha Brushed Matt Varnished
180 X 14 X 2200mm / D1014070 

Grading Type: Universal / See Page 32 for compatible Herringbone

Barista Plank 180 x 14 x 2200mm

ALSO AVAILABLE IN 207MM

ALSO AVAILABLE IN 207MM

ALSO AVAILABLE IN 207MM

Technical Data Sheets available at www.wrg.ie
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Barista Oak Americano Brushed Matt Varnished
180 X 14 X 2200mm / D1014075

Grading Type: Rustic / Character

Barista Oak Espresso Brushed Matt Varnished
180 X 14 X 2200mm / D1014071

Grading Type: Nature / See Page 32 for compatible Herringbone

Barista Plank - Oak Con Panna 180 x 14 x 2200mm Brushed, Matt Varnished.

*180mm Latte & Americano feature bevel on 2 sides only.

ALSO AVAILABLE IN 207MM

M
icro Bevel on 4 Sides



28 ENGINEERED WOOD FLOORINGBarista Plank - Oak Espresso 180 x 14 x 2200mm Brushed, Matt Varnished See Page 27 (also available in 207mm width). See Page 23



29ENGINEERED WOOD FLOORINGBarista Plank - Oak Crema Brushed Matt Varnished 180 x 14 x 2200mm. See Page 26. Matching Herringbone also available. See Page 32
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The Herringbone design has been with us for centuries and remains a timeless classic when it 
comes to floor design. Today, more so than ever, the architectural design and craftsmanship that 
goes into each piece is in high demand for both domestic and commercial projects. Our Barista 
Herringbone is the perfect complement to our Barista Plank range and brings a distinctive touch 
of modern day sophistication to any floor. Matching planks with the same thickness allow the two 
formats to blend together and flow effortlessly from one room to the next.

All Barista Herringbone floors are manufactured in Europe, protected with a high quality 
durable matt lacquer and feature a micro bevel on each side.

barista
BY WHITERIVER

OVERALL THICKNESS 14MM

725MM

130MM

130

Barista Herringbone has a drop down click system and must also be glued down.



31ENGINEERED WOOD FLOORINGBarista Herringbone - Oak Crema Brushed, Matt Varnished 130 x 14 x 725mm. See Page 32. Matching 180mm plank also available. See Page 26
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Barista Oak Napoletana Brushed Matt Varnished 
130 X 14 X 725mm

D1630003 / Grading Type: Rustic / Character

Barista Oak Mocha Brushed Matt Varnished 
130 X 14 X 725mm 

D1630002 / Grading Type: Rustic / Character

Barista Oak Espresso Brushed Matt Varnished 
130 x 14 x 725mm

D1630001 / Grading Type: Nature

Barista Oak Crema Brushed Matt Varnished
130 X 14 X 725mm

D1630000 / Grading Type: Nature

Barista Herringbone 130 x 14 x 725mm

*Please note that matching 180 x 14 x 2200mm 
planks are available for all Herringbone designs.
Mocho & Espresso are also available in 207mm 
wide plank, 4-6 Week lead time.

Drop Down Installation System. 
Not suitable for floating installation, 

must be glued down directly to the subfloor.M
icro Bevel on 4 Sides

D
rop Lock Installation Sys

te
m

Technical Data Sheets available at www.wrg.ie



33ENGINEERED WOOD FLOORINGBarista Herringbone - Oak Napoletana 130 x 14 x 725mm Brushed, Matt Varnished. Matching 180mm plank also available. See Page 26
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Available in a variety of widths between 120mm and 190mm, the Whiteriver Monolam Collection 
oI engineered ȵooring offers D IDntDstic selection oI YersDtile st\les to sXit the most contemporDr\ 
or trDditionDl home� 7he ��mm boDrd thicNness IeDtXres D �mm top lD\er oI ȴnel\ selected reDl 
hDrdwood� ȴnished to the highest mDnXIDctXring stDndDrds with either D mXlti�coDt lDcTXer or 89 
oil ȴnish� :hether \oX enMo\ the clDssic timelessness oI (XropeDn ODN� the richness oI $mericDn 
Walnut or the warmth of Acacia Walnut, there is something in the Monolam Collection to suit every 
taste. 

monolam
BY WHITERIVER
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35ENGINEERED WOOD FLOORINGMonolam - American Walnut 150 x 18mm x RL. See Page 40



36 ENGINEERED WOOD FLOORINGMonolam - Canadian Maple 127 x 18mm x RL. See Page 38
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American Ash
With an appealing bright colouration 
and naturally expressive grain, American 
Ash is an enduring choice for wood 
ȵooring� 8sed Ior generDtions� it trXl\ 
has an ageless beauty and original 
appearance.

Monolam - American Ash 127 x 18mm x RL. See Page 38
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whiteriver - monolam 18mm 

127 x 18mm x RL Plank American Cherry
Finish: Varnished (contains sapwood)
'������� � *rDding 7\pe� 8niYersDl

127 x 18mm x RL American Ash
Finish: Varnished

'������� � *rDding 7\pe� 8niYersDl

127 x 18mm x RL Plank Canadian Maple
Finish: Varnished 

'������� � *rDding 7\pe� 8niYersDl

127 x 18mm x RL Plank American Walnut
Finish: Varnished (contains sapwood)
'������� � *rDding 7\pe� 8niYersDl

120 x 18mm x RL Plank Acacia Walnut 
Finish: Varnished 

'������� � *rDding 7\pe� 8niYersDl

127 x 18mm x RL Plank European Oak
Finish: Varnished 

'������� � *rDding 7\pe� 8niYersDl

While stocks last While stocks last

R L  =  R A N D O M  L E N G T H

Technical Data Sheets available at www.wrg.ie
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whiteriver - 3 - Strip 14mm

180 x 14mm x 2200mm European Oak 3-Strip
Finish: Varnished

'������� � *rDding 7\pe� 8niYersDl

Monolam - European Oak 127 x 18mm x RL Varnished. See Page 38

180MM

2200M
M
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whiteriver - monolam 18mm

150 x 18mm x RL European Smoked Oak Brushed
Finish: Matt Varnished / D1211005

Grading Type: Universal

150 x 18mm x RL European Oak Brushed
Finish: Matt Varnished / D1211013

Grading Type: Universal

150 x 18mm x RL American Walnut
Finish: Varnished (contains sapwood) / D1211003

Grading Type: Universal

150 x 18mm x RL European Oak
Finish: Matt Varnished / D1211011

Grading Type: Universal

150 x 18mm x RL Oak Crème Brushed
Finish: Matt Varnished / D1211012

Grading Type: Universal

190 x 18mm x RL European Oak
Finish: Varnished / D1212050

Grading Type: Universal

R L  =  R A N D O M  L E N G T H

Technical Data Sheets available at www.wrg.ie



41ENGINEERED WOOD FLOORINGMonolam - European Oak 150 x 18mm x RL Matt Varnished.
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OXr premiXm rDnge oI engineered ȵoors� with wide plDnN ���mm����mm boDrds� 7he HeritDge 
rDnge is D stXnning collection oI ȵoors thDt will enhDnce Dn\ room with its bold dimensions� 7he 
boDrds Dre D proXd ����mm�����mm in length Ior thDt soXght�DIter long boDrd looN� %oDsting 
18mm or 20mm thick boards with 4mm or 6mm real wood layers, they are the height of excellence 
in constrXction Dnd design� :hether \oXr tDstes Dre Ior light ȵoors� dDrNer woods� lDcTXered or 
mDtt ȴnishes� the HeritDge rDnge hDs been e[tended to bigger thDn eYer beIore to mD[imise \oXr 
options. 

*Dakota Walnut planks are 1860mm in length.

heritage
BY WHITERIVER
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43ENGINEERED WOOD FLOORINGHeritage Collection - Oak Chardin 190 x 18 x 1900mm Light Hand Scraped, Matt Varnished. See Page 47



44 ENGINEERED WOOD FLOORINGHeritage Collection - Dakota Walnut 189 x 18 x 1860mm Varnished. See Page 46
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H
eritage Collection - O

ak Laurens 190 x 18 x 1900m
m

U
V O

iled. See Page 46



46 ENGINEERED WOOD FLOORING

whiteriver - heritage 18mm plank

189 x 18 x 1860mm Dakota Walnut
Finish: Varnished / D1213001

Grading Type: Universal

190 x 18 x 1900mm Oak Laurens
Finish: Smoked Extra White UV Oiled / D1213012

Grading Type: Universal
Compatible Herringbone: Darwin Oak 90 x 18 x 450mm See Page 61

190 x 18 x 1900mm Oak Bordeaux Limewashed
Finish: Matt Varnished / D1213007

Grading Type: Universal

190 x 18 x 1900mm Oak Grenoble
Finish: Brushed, UV Oiled / D1213003

Grading Type: Universal

190 x 18 x 1900mm Oak Lyon
Finish: Matt Varnished / D1213015

Grading Type: Universal
Compatible Herringbone: Langley Oak 90 x 18 x 450mm See Page 61

190 x 18 x 1900mm Oak Biarritz
Finish: Brushed, Matt Varnished / D1213004

Grading Type: Universal

Technical Data Sheets available at www.wrg.ie
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190 x 18 x 1900mm Oak Chardin
Finish: Light Handscraped, Black Matt Varnished

D1213011 Grading Type: Universal
Compatible Herringbone: Daintree Oak 90 x 18 x 450mm See Page 61

190 x 18 x 1900mm Nelson Oak
Finish: Special Stain, Brushed Matt Varnished

D1213019 Grading Type: Universal
Compatible Herringbone: Albury Oak 90 x 18 x 450mm See Page 60

190 x 18 x 1900mm Oak Alvero Grey Limewashed
Finish: Matt Varnished / D1213010

Grading Type: Universal
Compatible Herringbone: Brookland Oak 90 x 18 x 450mm See Page 61

190 x 18 x 1900mm Select Oak
Finish: Matt Varnished / D1213009

Grading Type: Select / Prime

190 x 18 x 1900mm Oak Cezanne
Finish: Smoked, Brushed, Matt Varnished / D1213008

Grading Type: Universal
Compatible Herringbone: Morrison Oak 90 x 18 x 450mm See Page 61

Oak Grenoble 190 x 18 x 1900mm Brushed UV Oiled

Grading Guideline information Page 136

Available July 2019



48 ENGINEERED WOOD FLOORINGHeritage Collection - Oak Bordeaux 190 x 18 x 1900mm Limewashed Matt Varnished. See Page 46



49ENGINEERED WOOD FLOORINGOak Cezanne 190 x 18 x 1900mm Smoked Brushed Matt Varnished. See Page 47
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whiteriver - heritage 20mm plank

189 x 20 x 2200mm Oak Renoir
Finish: Brushed, Matt Varnished / D1411012

Grading Type: Universal

189 x 20 x 2200mm Richmond Oak
Finish: Matt Varnished / D1411025 

Grading Type: Universal

189 x 20 x 2200mm Oak Monet
Finish: Distressed, Antique Matt Varnished / D1411014

Grading Type: Universal

170 x 21 x 1900/2400mm Oak Character Unfinished

Grading Type: Rustic / Character
Compatible Herringbone: Charleston Oak 90 x 50 x 450mm See Page 61

189 x 20 x 2200mm Oak Normandy
Finish: Invisible Oiled, UV Matt Varnished / D1411020

Grading Type: Universal

Technical Data Sheets available at www.wrg.ie

while stocks last



51ENGINEERED WOOD FLOORINGHeritage Collection - Oak Normandy 189 x 20 x 2200mm Invisible Oiled, Matt Varnished



52 ENGINEERED WOOD FLOORINGHeritage Collection - Oak Monet 189 x 20 x 2200mm Distressed, Antique Matt Varnished. See Page 50



53ENGINEERED WOOD FLOORINGHeritage Collection - Oak Renoir 189 x 20 x 2200mm Brushed, Matt Varnished See Page 50
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*o %ig� $n e[tension oI oXr HeritDge premiXm rDnge oI engineered ȵoors� the 3restige rDnge 
IeDtXres stXnning e[trD lDrge width oI  ���mm� $ll boDrds Dre ����mm in length Ior thDt soXght�
DIter long boDrd looN� 7he\ Dlso boDst ��mm thicN boDrds with �mm or �mm reDl wood lD\ers� 
5eDll\ mDNe the most oI \oXr spDcioXs rooms with the 3restige collection�

*Unfinished Oak Character dimensions are 210mm x 19mm x 1950/2350mm.

prestige
BY WHITERIVER

220210

9
$

5
ΖO

8
6

 %
O

$
5

'
 6

Ζ=
(

6



55ENGINEERED WOOD FLOORINGPrestige Collection - Warwick Oak 220 x 20 x 2200mm Smoked, Brushed, Matt Varnished. See Page 56
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whiteriver - prestige 20mm plank
Technical Data Sheets available at www.wrg.ie

220 x 20 x 2200mm Warwick Oak
Finish: Smoked, Brushed, Matt Varnished / D1412004

Grading Type: Universal

220 x 20 x 2200mm Nottingham Oak
Finish: Smoked Extra White UV Oiled / D1412011

Grading Type: Universal

220 x 20 x 2200mm Eton Oak
Finish: Brushed, Matt Varnished / D1412002

Grading Type: Universal

220 x 20 x 2200mm Edinburgh Oak
Finish: Smoked White UV Oiled / D1412010

Grading Type: Universal

210 x 19/4 x 1900 - 2400mm Oak Character U/F
Finish: Unfinished, Sanded and Filled

Grading Type: Rustic / Character



57ENGINEERED WOOD FLOORINGPrestige Collection - Eton Oak 220 x 20 x 2200mm Brushed, Matt Varnished
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Experience old world luxury with our specialty herringbone designs; for 
those looking for something extra special to enhance their interiors. 
7hese ȵoors hDYe D stDble engineered constrXction with D �mm reDl 
wood top layer on 18mm products and 3mm on 14mm products. 
:hiteriYer Herringbone is Dlso sXitDble Ior instDllDtion oYer Xnderȵoor 
heating. 20mm Herringbone products have a 5.5mm wear layer. 

herringbone
BY WHITERIVER

90

Dimensions
90mm x 18mm x 450mm 
90mm x 14mm x 450mm
(Hampton & Rhode Island only)

Dimensions
100 x 20mm x 500mm
(Lawson & Hobart only)

450MM

500MM

90MM

100MM



59ENGINEERED WOOD FLOORINGWhiteriver Herringbone - Darwin Oak 90 x 18 x 450mm Smoked Extra White UV Oiled. See Page 61
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90 x 14 x 450mm 100 x 20 x 500mm

90 x 14 x 450mm Hampton Oak
 Finish: Brushed, Matt Varnished / D1610107

Grading Type: Rustic A / Nature
Compatible Plank: Glengarra Oak 190 x 14 x 1900mm See Page 15 

100 x 20 x 500mm Lawson Oak
 Finish: Grey Brown UV Oiled / D1610150

Grading Type: Rustic / Character

90 x 14 x 450mm Rhode Island Oak
Finish: Smoked, White UV Oiled / D1610108

Grading Type: Rustic A / Nature
Compatible Plank: Lismore Oak 190 x 14 x 1900mm See Page 14

100 x 20 x 500mm Hobart Oak
 Finish: Black Brown UV Oiled / D1610151

Grading Type: Rustic / Character

90 x 14 x 450mm Albury Oak
Finish: Special Stain, Brushed Matt Varnished

D1610109 Grading Type: Rustic A / Nature
Compatible Plank: Nelson Oak See Page 47

Technical Data Sheets available at www.wrg.ie

Pattern Options

'O8%/( H(55Ζ1*%O1( 75Ζ3/( H(55Ζ1*%O1(&/$66Ζ& H(55Ζ1*%O1(

%$6.(7 :($9( 'O8%/( %$6.(7 :($9( 648$5( %$6.(7

*Biscuit Joints / false tongues are required for installation of Square Basket & Lattice Pattern

Available July 2019
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90 x 18 x 450mm

90 x 18 x 450mm Charleston Oak Unfinished
Finish: Unfinished / D1610104
Grading Type: Rustic A / Nature

Compatible Plank: Oak Character Unfinished 170 x 21 x 1900/2400mm See Page 50
Compatible Plank: Oak Character Unfinished 210 x 19 x 1900/2400mm See Page 56

90 x 18 x 450mm Darwin Oak
Finish: Smoked, Extra White UV Oiled / D1610103

Grading Type: Rustic A / Nature
Compatible Plank: Oak Laurens 190 x 18 x 1900mm See Page 46

90 x 18 x 450mm Morrison Oak
Finish: Smoked, Brushed, Matt Varnished / D1610102

Grading Type: Rustic A / Nature
Compatible Plank: Oak Cezanne 190 x 18 x 1900mm See Page 47

90 x 18 x 450mm Brookland Oak Grey Limewashed
Finish: Brushed, Matt Varnished / D1610105

Grading Type: Rustic A / Nature
Compatible Plank: Alvero Grey 190 x 18 x 1900mm See Page 47

90 x 18 x 450mm Daintree Oak
Finish: Light Handscraped, Black Matt Varnished  

D1610106 Grading Type: Rustic A / Nature
Compatible Plank: Oak Chardin  190 x 18 x 1900mm See Page 47 

90 x 18 x 450mm Langley Oak
Finish: Matt Varnished / D1610100

Grading Type: Rustic A / Nature
Compatible plank: Oak Lyon 190 x 18 x 1900mm See Page 46

Grading Guideline information Page 136
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BROOKLAND - NEFELI

Whiteriver Herringbone - Brookland Oak Grey 90 x 18 x 450mm. See Page 61



63ENGINEERED WOOD FLOORINGWhiteriver Herringbone - Brookland Oak Grey 90 x 18 x 450mm. See Page 61

W
hiteriver H

erringbone - Rhode Island O
ak 90 x 14 x 450m

m
. See Page 60
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7he cXrrent trend Ior something D little different Irom trDditionDl plDnN boDrds crosses oYer two 
popular formats - Herringbone and Chevron. Here, we have taken the best of our Herringbone 
&ollection Dnd creDted D select &heYron rDnge oI wDrm Dnd inYiting tones� 7he distinctiYe Drrow 
pattern can be used to draw the eye to the most prominent focal point in your room.

chevron
BY WHITERIVER

5 Ζ * H 7/ ( ) 7

18MM Note: Panels are supplied in lefts and rights.
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whiteriver - chevron panel 400 x 18 x 980mm

400 x 18 x 980mm Chevron Queenstown Oak L&R
Finish: Smoked Brushed Matt Varnished

(L)D1620209 (R)D1620210
Grading Type: Rustic A / Nature

Compatible Plank: Oak Cezanne 190 x 18 x 1900 See Page 47
Compatible Herringbone: Morrison Oak 90 x 18 x 450mm See Page 61

400 x 18 x 980mm Chevron Melbourne Oak L&R
Finish: Smoked White / (L)D1620205 (R)D1620206

Grading Type: Rustic A / Nature
Compatible Plank: Edinburgh Oak 220 x 20 x 2200mm See Page 56

400 x 18 x 980mm Chevron Sydney Oak L&R
Finish: Smoked Extra White / (L)D1620201 (R)D1620202

Grading Type: Rustic A / Nature
Compatible Plank: Oak Laurens 190 x 18 x 1900 See Page 46

Compatible Herringbone: Darwin Oak 90 x 18 x 450mm See Page 61

*Please note that Chevrons are supplied in left and right hand panels to achieve the arrow pattern.

400 x 18 x 980mm Chevron Perth Oak L&R
Finish: Brushed Matt Varnished 

(L)D1620207 (R)D1620208
Grading Type: Rustic A / Nature

Compatible Plank: Oak Biarritz 190 x 18 x 1900mm See Page 46

400 x 18 x 980mm Chevron Auckland Oak L&R
Finish: Unfinished / (L) D1620211 (R)D1620212

Grading Type: Rustic A / Nature
Compatible Plank: Oak Character Unfinished 170 x 21 x 1900/2400mm See Page 50
Compatible Plank: Oak Character Unfinished 210 x 19 x 1900/2400mm See Page 56

Technical Data Sheets available at www.wrg.ie

400 x 18 x 980mm Cairns Oak
Finish: Special Stain, Black UV Oil/Wax

(R)D1620213 (L)D1620214
Grading Type: Rustic A / Nature

Compatible Plank: Nelson Oak See Page 47

Available July 2019



67ENGINEERED WOOD FLOORINGWhiteriver Chevron - Chevron Queenstown Oak 400 x 18 x 980mm.
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OriginDll\ commissioned b\ /oXis ;9Ζ Ior the IDmoXs 3DlDce oI 9ersDilles� these bespoNe intricDte 
ȵoor pDnels Dre steeped in histor\� ΖndiYidXDl pieces oI wood Dre hDnd crDIted to Dn e[Dcting 
standard and pressed onto a birch plywood base to create each panel. Indulge your very own 
palace with these exquisite examples of craftsmanship - choose between matt varnished and 
smoNed 	 mDtt YDrnished� or creDte D XniTXe looN Xsing oXr Xnȴnished pDnels with D coloXr to 
complement your decor. 

versailles
BY WHITERIVER

900MM

900M
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69ENGINEERED WOOD FLOORINGPalace Versailles - Light Brushed Matt Varnished 900 x 18mm.
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whiteriver - Versailles Panels 900 x 18 x 900mm

900 x 18 x 900mm 
European Oak Light Brushed Matt Varnished

Birch Plywood / D1417004 (May Contain Sapwood)
Grading Type: Rustic A / Nature

900 x 18 x 900mm 
European Oak Smoked Brushed Matt Varnished 
Birch Plywood / D1417005 (May Contain Sapwood)

Grading Type: Rustic A / Nature

900 x 18 x 900mm 
European Oak Light Brushed Unfinished

Birch Plywood / D1417003 (May Contain Sapwood)
Grading Type: Rustic A / Nature

Note: All panels have a birch plywood base. Levels of sapwood may vary.

Technical Data Sheets available at www.wrg.ie



71ENGINEERED WOOD FLOORINGVersailles Panel - European Oak Light Brushed Matt Varnished 900 x 18 x 900mm.
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7imber hDs been hDrYested Ds Dn essentiDl constrXction mDteriDl Ior centXries� 7rees grown in the 
%Dltics� 1orth $mericD Dnd &hinD were shipped DroXnd the world to meet the growing demDnd oI 
industrialisation. We have brought together a collection of salvaged woods dating back decades to 
creDte oXr bespoNe Historic &ollection� 7he pDssion Dnd worNmDnship thDt went into the bXilding 
of boats and farm buildings in the 18th & 19th centuries has been rekindled by artisan craftsmen 
to bring this XniTXe pDrt oI histor\ bDcN to liIe� 7he imperIections oI eDch sDlYDged piece enhDnce 
the oYerDll beDXt\ oI the ȴnished prodXct� eDch blemish hDYing its own secret pDst� $ll pieces 
oI reclDimed wood Dre delicDtel\ shDped into ȵooring Dnd wDll pDnelling thDt is eDs\ to instDll in 
today‘s modern world.

% <  : H Ζ 7 ( 5 Ζ 9 ( 5

HISTORIC 
collection
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7he bespoNe nDtXre oI crDIting eDch plDnN resXlts in Dn indiYidXDlit\ thDt cDnnot be replicDted creDting 
YDr\ing widths Dnd lengths Ior D trXl\ DXthentic looN� &reDting plDnNs begins with cXtting D �mm thicN 
Yeneer Irom reclDimed timbers Dnd pressing them onto Dn )6& � certiȴed pl\wood bDse to giYe Dn 
oYerDll thicNness oI ��mm� $ selection oI oXr most popXlDr ȴnishes Dre complemented with mDtching 
herringbone / chevron designs - see following pages for details.

*New Orleans plank has a 6mm veneer on a FSC - certified plywood base with an overall thickness 18mm.

historic reclaimed plank

BY WHITERIVER
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Note: Plank widths vary from 70mm - 230mm / Lengths vary from 400mm - 2200mm



75ENGINEERED WOOD FLOORINGHistoric Reclaimed Plank - Boston Oak Plank 95mm - 135mm x 15mm x 400mm - 2200mm. See Page 76
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whiteriver - historic plank collection 

Historic Madison Oak Plank
95mm-135mm x 15mm x 400mm-2200mm / D1810005

Finish: Oiled / Grading: Reclaimed 

Historic New Orleans Elm Plank
50mm-230mm x 18mm x 400-1800mm / D1810100

Finish: Oiled / Grading: Reclaimed 

Historic Chicago Oak Plank
95mm-135mm x 15mm x 400mm-2200mm / D1810004

Finish: Unfinished / Grading: Reclaimed 

Historic Charleston Pine Plank
70mm-230mm x 15mm x 400-2200mm / D1810002

Finish: Unfinished / Grading: Reclaimed

Historic Boston Oak Plank
95mm-135mm x 15mm x 400-2200mm / D1810003

Finish: Oiled / Grading: Reclaimed 

Historic Columbus Pine Plank
70mm-230mm x 15mm x 400-2200mm / D1810001 

Finish: Unfinished / Grading: Reclaimed 

Note: Planks are supplied in a mix of random widths and lengths. 

Technical Data Sheets available at www.wrg.ie



77ENGINEERED WOOD FLOORINGHistoric Plank - Madison Oak Plank 95mm - 135mm x 15mm x 400mm - 2200mm
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7he contrDsting chDrDcteristics oI sDlYDged wood Dnd precision cXtting Dre IXsed to creDte stXnning 
herringbone Dnd cheYron ȵooring� 7he creDtiYe process begins with selecting the ȴnest mDteriDls 
Irom DroXnd the world which Dre shDped into e[trDordinDr\ pieces oI modern�dD\ ȵooring b\ 
mDster crDItsmen� 7rDditionDl methods Dre Xsed throXghoXt the process which begins with 
pressing �mm Yeneers oI histor\ onto Dn )6& � certiȴed pl\wood bDse Ior stDbilit\ � eDch one cXt 
meticXloXsl\ Ior Dn e[Dcting ȴt� 

A selection of our Herringbone and Chevron collection is complemented with a matching plank format 
which is perfect for defining different spaces without compromising the overall desired effect. 

historic
BY WHITERIVER

reclaimed herringbone & chevron
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79ENGINEERED WOOD FLOORINGHistoric Herringbone - Boston Oak 115 x 15 x 575mm. See Page 80
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whiteriver - historic herringbone & chevron collections 

Historic Madison Oak Herringbone
115mm x 15mm x 575mm / D1810503

Finish: Oiled / Grading: Reclaimed 

Historic Boston Oak Herringbone
115mm x 15mm x 575mm / D1810502

Finish: Oiled / Grading: Reclaimed

Historic Charleston Pine Chevron
90mm x 15mm x 600mm / D1810601

Finish: Unfinished / Grading: Reclaimed

Historic Charleston Pine Herringbone
90mm x 15mm x 600mm / D1810501

Finish: Unfinished / Grading: Reclaimed 

Note: Matching Plank Flooring and Wall Panelling is available
for Charleston. Matching Plank Flooring is available for 
Boston & Madison. See previous pages for details.

Technical Data Sheets available at www.wrg.ie
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H
istoric Chevron - Charleston Pine 90 x 15 x 600m

m
.

The depth of grain and structure brings 
a unique character to every element of 

the Historic Collection.
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Steeped in history, each 4mm thick slice of reclaimed wood is selected by passionate craftsmen 
from solid beams of historic buildings to bring a true sense of character to any surrounding. Given 
the nature of rustic building methods our wall panelling is supplied in a random mix of widths and 
lengths which resXlts in D stXnning DXthentic YisXDl effect�  

historic
BY WHITERIVER
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Note: Panel widths vary from 50mm - 130mm / Lengths vary from 300mm - 1500mm



83ENGINEERED WOOD FLOORINGHistoric Wall Panelling - Columbus Pine. See Page 84
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Historic Atlanta Pine Wall Panelling
50mm-130mm x 4mm x 300mm-1500mm 

Finish: Oiled
Grading: Reclaimed / D1820004

Historic New Amsterdam Pine Wall Panelling
50mm-130mm x 4mm x 300mm-1500mm 

Finish: Lacquered
Grading: Reclaimed / D1820003

Historic Columbus Pine Wall Panelling
50mm-130mm x 4mm x 300mm-1500mm 

Finish: Unfinished
Grading: Reclaimed / D1820002

Historic Charleston Pine Wall Panelling
50mm-130mm x 4mm x 300mm-1500mm 

Finish: Unfinished
Grading: Reclaimed / D1820001

whiteriver - historic wall panelling collection

Historic Wall Panelling - Columbus Pine

Note: Matching Plank, Herringbone & Chevron Flooring is available for Charleston. Matching Plank Flooring is available for Columbus.
See previous pages for details. Board widths vary from 50mm - 130mm. Board lengths vary from 300 - 1500mm

Installation: Panelling must be left for 48 hours in room to be installed in to acclimatise to humidity. Walls should be dry, clean, 
structurally sound and painted. Panels can be fixed to the wall using panel adhesive and panel pins.
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“

5enDissDnce� literDll\ meDning Ȋ5ebirthȊ in )rench� wDs D period in histor\ between 
the 14th and 17th centuries which brought a new perspective of art, architecture, 
politics, science and literature across most of Europe.
5enDissDnce st\le IocXses on s\mmetr\� proportion Dnd geometr\ Dnd introdXced 
stDndDrds to constrXction mDteriDls which hDYe stood the test oI time� ΖnȵXenced b\ 
the pioneering visionaries of the period we have brought together a premium range 
oI wide plDnN ȵoors mDnXIDctXred in (Xrope Xsing the ȴnest TXDlit\ (XropeDn ODN�

RENAISSANCE
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180 x 13/4mm Alberti

Renaissance Plank - 260 x 21 x 1950/2400mm Carvaggio Oak See Page 80



88 ENGINEERED WOOD FLOORING

7he 5enDissDnce &ollection will ȴt into both modern Dnd clDssic interiors effortlessl\� 
Manufactured in Europe with a 9mm birch plywood and 4mm top layer construction 
for optimum stability. Featuring dimensions of 260mm wide and 1950/2400mm long, 
these boards are exceptional and expansive in their size and character.

renaissance 13mm
BY WHITERIVER
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89ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Alberti Smoked 260 x 13 x 1950/2400mm. See Page 90
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whiteriver - renaissance plank 13mm Technical Data Sheets available at www.wrg.ie

260 x 13/4 x 1950/2400mm Oak Alberti
Finish: Smoked, White UV Oil/Wax 

D1420115 / D1420116
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Della Porta See Page 96

260 x 13/4 x 1950/2400mm Oak Piero
*Finish: Smoked, Distressed, Planed, Black UV Oil/Wax

D1420125 / D1420126
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Vico See Page 96

260 x 13/4 x 1950/2400mm Oak Alessandro
*Finish: Special Stain White UV Oil/Wax (DSC)

D1420121 / D1420122
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Cosini See Page 96

260 x 13/4 x 1950/2400mm Oak Lando
*Finish: Special White UV Oil / Wax

D1420127 / D1420128
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Bello See Page 96

260 x 13/4 x 1950/2400mm Oak Lombardo
*Finish: Smoked, Distressed, Planed, White UV Oil/Wax

 D1420117 / D1420118
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Rossi See Page 96

260 x 13/4 x 1950/2400mm Oak Sangallo
*Finish: Smoked, Planed, Extra White UV Oil/Wax

 D1420119 / D1420120
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Leona See Page 96
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*Please note that some of the 260 x 13mm Renaissance 
products come planed as a design feature. This results in a 
slightly rougher texture around knots and harder areas of the 
wood and a gathering of the finish in these areas.

Renaissance Flooring is supplied in 1950mm or 2400mm 
lengths or a mixture of both - each pack may contain one 
nested row. Subject to availablility.

Renaissance boards may contain sapwood.

Renaissance Plank - Oak Lombardo 260 x 13 x 1950/2400mm.

260 x 13/4 x 1950/2400mm Oak Marcello
*Finish: Special Stain, Black UV Oil/Wax

D1420129 / D1420130
Grading Type: Rustic / Character

Compatible Herringbone: 13mm Oak Viola See Page 97



92 ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Piero 260 x 13 x 1950/2400mm. See Page 90



93ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Lando 260 x 13 x 1950/2400mm. See Page 90
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Experience old world luxury with specialty Herringbone designs in 120 x 13 x 600mm format 
with D �mm top lD\er� 7he Herringbone rDnge is mDnXIDctXred in (Xrope to Dn e[Dcting 
stDndDrd with compDtible plDnNs DYDilDble within the collection� 7he XnsXrpDssed e[ceptionDl 
TXDlit\ Dnd crDItsmDnship is gXDrDnteed to bring D toXch oI lX[Xr\ to Dn\ proMect�

renaissance 13mm
BY WHITERIVER

120

Dimensions
120mm x 13mm x 600mm

600MM

120MM



95ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Leona 120 x 13 x 600mm. See Page 96
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whiteriver - renaissance herringbone 120 x 13 x 600mm

120 x 13 x 600mm Oak Rossi
Finish: Smoked, Distressed, White UV Oil/Wax

'������� � *rDding 7\pe� 5Xstic $ � 1DtXre
Compatible Plank: 13mm Oak Lombardo See Page 90

120 x 13 x 600mm Oak Vico
*Finish: Smoked. Distressed Planed Black
'������� � *rDding 7\pe� 5Xstic $ � 1DtXre

Compatible Plank: 13mm Oak Piero See Page 90

120 x 13 x 600mm Oak Cosini
Finish: Special Stain White UV Oil/Wax (DSC)
'������� � *rDding 7\pe� 5Xstic $ � 1DtXre

Compatible Plank: 13mm Oak Alessandro See Page 90

120 x 13 x 600mm Oak Bello
Finish: *Finish: Special White UV Oil / Wax

'������� � *rDding 7\pe� 3rime
Compatible Plank: 13mm Oak Lando See Page 90

120 x 13 x 600mm Oak Della Porta
Finish: Smoked White UV Oil/Wax
'������� � *rDding 7\pe� 3rime

Compatible Plank: 13mm Oak Alberti See Page 90

120 x 13 x 600mm Oak Leona
Finish: Smoked, Extra White UV Oil/Wax

'������� � *rDding 7\pe� 5Xstic $ � 1DtXre
Compatible Plank: 13mm Oak Sangallo See Page 90

Technical Data Sheets available at www.wrg.ie



97ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Rossi 120 x 13 x 600mm.

120 x 13 x 600mm Oak Viola
*Finish: Special Stain, Black UV Oil/Wax / D1620032

Grading Type: Rustic A / Nature
Compatible Plank: 13mm Oak Marcello See Page 91

Pattern Options

*Biscuit Joints / false tongues are required for installation of Square Basket Pattern

'O8%/( H(55Ζ1*%O1( 75Ζ3/( H(55Ζ1*%O1(&/$66Ζ& H(55Ζ1*%O1(
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98 ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Della Porta 120 x 13 x 600mm. See Page 96



99ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Cosini 120 x 13 x 600mm. See Page 96
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7he 5enDissDnce &ollection will ȴt into both modern Dnd clDssic interiors effortlessl\� 
Manufactured in Europe with a birch plywood construction for optimum stability and 
featuring dimensions of 260mm wide and 1950/2400mm long, these boards are 
e[ceptionDl Dnd e[pDnsiYe in their si]e Dnd chDrDcter� 7he ��mm thicN plDnNs come 
with a 6mm wear layer.

renaissance 21mm
BY WHITERIVER
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101ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Salvador 260 x 21 x 1950/2400mm. See Page 102
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whiteriver - renaissance plank 21mm

260 x 21 x 1950/2400mm Oak Botticelli
Finish: Smoked, White UV Oil/Wax

 D1420005 / D1420006
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Angelico See Page 108

3lease note that some of the ��� [ ��mm 5enaissance products come planed as a design feature. This results in a slightly rougher te[ture around Nnots and harder areas of the wood and a gathering of the finish in these areas. 
Renaissance Flooring is supplied in 1950mm or 2400mm lengths or a mixture of both - each pack may contain one nested row. Subject to availablility. Renaissance boards may contain sapwood.

260 x 21 x 1950/2400mm Oak Da Vinci
*Finish: Smoked, Distressed, Planed, White UV Oil/Wax

 D1420013 / D1420014
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Landini See Page 108

260 x 21 x 1950/2400mm Oak Da Nola
Finish: Special Stain White UV Oil/Wax (DSC)

D1420113 / D1420114
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Signorelli See Page 108

260 x 21 x 1950/2400mm Oak Santino
Finish: Special Stain, White UV Oil Wax

D1420032  / D1420033
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Giulio See Page 108

Technical Data Sheets available at www.wrg.ie

260 x 21 x 1950/2400mm Oak Carvaggio
*Finish: Smoked, Distressed, Planed, Black UV Oil/Wax

 D1420011 / D1420012
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Brandani See Page 108

260 x 21 x 1950/2400mm Oak Messina
*Finish: Smoked, Planed, Extra White UV Oil/Wax

 D1420009 / D1420010
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Lippi See Page 108
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3lease note that some of the ��� [ ��mm 5enaissance products come planed as a design feature. This results in a slightly rougher te[ture around Nnots and harder areas of the wood and a gathering of the finish in these areas. 
Renaissance Flooring is supplied in 1950mm or 2400mm lengths or a mixture of both - each pack may contain one nested row. Subject to availablility. Renaissance boards may contain sapwood.

Supplied in 1950mm or 2400mm lengths or a mixture of both - each pack 
may contain one nested row. Subject to availablility. 
Renaissance boards may contain sapwood.

Renaissance Plank - Oak Da Nola 260 x 21 x 1950 / 2400mm.

260 x 21 x 1950/2400mm Oak Salvador
*Finish: Special Stain, Black UV Oil/Wax

D1420030 / D1420031
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Barlo See Page 109

260 x 19/4 x 1950/2400mm Oak Character 
Finish: Unfinished

D1420032 / D1420033
Grading Type: Rustic / Character

Compatible Herringbone: 21mm Oak Texas See Page 109



104 ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Messina Smoked 260 x 21 x 1950/2400mm. See Page 102



105ENGINEERED WOOD FLOORINGRenaissance Plank - Oak Santino 260 x 21 x 1950/2400mm. See Page 103 Oak Botticelli Smoked 260 x 21 x 1950 / 2400mm. See Page 102
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Experience old world luxury with specialty Herringbone designs in 120 x 21 x 600mm format. 
7he Herringbone rDnge is mDnXIDctXred in (Xrope to Dn e[Dcting stDndDrd with compDtible 
planks available within the collection. Featuring a 6mm wear layer on a 15mm birch plywood, 
the unsurpassed exceptional quality and craftsmanship is guaranteed to bring a touch of 
lX[Xr\ to Dn\ proMect�

renaissance 21mm
BY WHITERIVER

120

Dimensions
120mm x 21mm x 600mm

600MM

120MM



107ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Angelico 120 x 21 x 600mm. See Page 108
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whiteriver - renaissance herringbone 120 x 21 x 600mm Technical Data Sheets available at www.wrg.ie

120 x 21 x 600mm Oak Landini
Finish: Smoked, Distressed, White UV Oil/Wax 

D1620007 Grading Type: Rustic A / Nature
Compatible Plank: 21mm Oak Da Vinci See Page 102

120 x 21 x 600mm Oak Brandani
Finish: Smoked, Distressed, Black UV Oil/Wax

D1620002 Grading Type: Rustic A / Nature
Compatible Plank: 21mm Oak Carvaggio See Page 102

120 x 21 x 600mm Oak Angelico 
Finish: Smoked, White UV Oil/Wax

D1620005 / Grading Type: Prime
Compatible Plank: 21mm Oak Botticelli See Page 102

120 x 21 x 600mm Oak Lippi
Finish: Smoked, Extra White UV Oil/Wax
D1620001 / Grading Type: Rustic A / Nature

Compatible Plank: 21mm Oak Messina See Page 102

120 x 21 x 600mm Oak Signorelli
Finish: Special Stain White UV Oil/Wax (DSC)

D1620021 Grading Type: Rustic A / Nature
Compatible Plank: 21mm Oak Da Nola See Page 102

120 x 21 x 600mm Oak Giulio
Finish: Special Stain, White UV Oil / Wax

D1620052 Grading Type: Prime
Compatible Plank: 21mm Oak Santino See Page103



109ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Signorelli 120 x 21 x 600mm

120 x 21 x 600mm Oak Texas
Finish: Unfinished

D1620011 / Grading Type: Prime
Compatible Plank: 21mm Oak Character See Page 103

120 x 21 x 600mm Oak Barlo
Finish: Special Stain, Black UV Oil/Wax

D1620051 / Grading Type: Rustic A / Nature
Compatible Plank: 21mm Oak Salvador See Page 102



110 ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Giulio 120 x 21 x 600mm. See Page 108



111ENGINEERED WOOD FLOORINGRenaissance Herringbone - Oak Barlo 120 x 21 x 600mm. See Page 109
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([perience old world lX[Xr\ with speciDlt\ &heYron designs in ��� [ ����� [ ���mm� 7he 
Chevron range is manufactured in Europe to an exacting standard with compatible planks 
DYDilDble within the collection� 7he XnsXrpDssed e[ceptionDl TXDlit\ Dnd crDItsmDnship is 
gXDrDnteed to bring D toXch oI lX[Xr\ to Dn\ proMect�

120

Dimensions
120 x 13 x 525mm
120 x 21 x 525mm

renaissance
BY WHITERIVER

120M
M

5 Ζ * H 7
/ ( ) 7

525MM

chevron



113ENGINEERED WOOD FLOORINGRenaissance Chevron - Angelico Smoked 120 x 21 x 525mm. See Page 114
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whiteriver - renaissance chevron 120mm x 525mm 
available to special order in both 13mm & 21mm (allow 6-8 weeks)

Compatible with:
• 13mm Oak Piero Plank & 13mm Oak Vico Herringbone 

• 21mm Oak Carvaggio Plank & 21mm Oak Brandani  Herringbone
Finish: Smoked, Distressed, Black UV Oil/Wax • Grading Type: Rustic A / Nature

Compatible with: 
• 13mm Oak Sangallo Plank & 13mm Oak Leona Herringbone
• 21mm Oak Messina Plank & 21mm Oak Lippi Herringbone 

Finish: Smoked, Extra White UV Oil/Wax • Grading Type: Rustic A / Nature

Compatible with: 
• 13mm Oak Lando Plank & 13mm Oak Bello Herringbone

• 21mm Oak Santino Plank & 21mm Oak Giulio Herringbone 
Finish: Special Stain, White UV Oil Wax • Grading Type: Prime 

Compatible with:
• 13mm Oak Alessandro Plank & 13mm Oak Cosini Herringbone 
• 21mm Oak Da Nola Plank & 21mm Oak Signorelli Herringbone

Finish: Special Stain White UV Oil/Wax (DSC) • Grading Type: Rustic A / Nature

Technical Data Sheets available at www.wrg.ie

Compatible with: 
• 13mm Oak Lombardo Plank & 13mm Oak Rossi Herringbone 
• 21mm Oak Da Vinci Plank & 21mm Oak Landini Herringbone

Finish: Smoked, Distressed, White UV Oil/Wax • Grading Type:Rustic A / Nature

Compatible with:
• 13mm Oak Alberti Plank & 13mm Oak Della Porta Herringbone
• 21mm Oak Botticelli Plank & 21mm Oak Angelico Herringbone

Finish: Smoked, White UV Oil/Wax • Grading Type: Prime
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Compatible with: 
• 21mm Oak Character Unfinished Plank 

• 21mm Oak Texas Unfinished Herringbone
Finish: Unfinished • Grading Type: Prime

Compatible with: 
• 13mm Oak Marcello Plank & 13mm Oak Viola Herringbone
• 21mm Oak Salvador Plank & 21mm Oak Barlo Herringbone

Finish: Special Stain, Black UV Oil/.Wax • Grading Type: Rustic A / Nature

Renaissance Chevron - Oak Signorelli 120 x 21 x 525mm.



116 ENGINEERED WOOD FLOORING

5enDissDnce ;/ represents cXstomisDtion� TXDlit\� e[clXsiYeness� nDtXre Dnd sXstDinDbilit\� 
which Dre reȵected in Dll oI oXr designs� 'Xring the prodXction process the ȵoor elements Dre 
mDnXIDctXred b\ hDnd� this wD\ eDch plDnN hDs its own XniTXe Dnd e[clXsiYe DppeDrDnce� ;/ 
ȵoors Dre chDrDcterised b\ their XniTXe sXrIDce� 7he e[clXsiYe ȴnishing stDnds oXt becDXse oI the 
pDrticXlDrl\ YDr\ing heights� better Nnown Ds OriginDl 6XrIDce� ;/ cDn Dlso be proYided in D sDnded 
YDriDnt� Ior Dn eYen sXrIDce � the 6Dnded 6XrIDce� 7hese e[trDordinDr\ ȵoors Dre prodXced in 
different lengths Xp to Ds mXch Ds � metres long Dnd Dlmost �� cm wide�  

renDissDnce ;/
BY WHITERIVER

280 480
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Note: Plank widths vary from 280mm - 480mm
Plank lengths vary from 2000mm - 4000mm / Plank thickness varies between products.
See individual product details on page 120.



117ENGINEERED WOOD FLOORINGRenaissance XL - Oak Giovanni Original Surface 280-480 x 23 x 2000-4000mm. See Page 120



118 ENGINEERED WOOD FLOORINGRenaissance XL - Oak Vasari Sanded UV Hardened Oil/Wax 280-480 x 20 x 2000-4000mm. See Page 121



119ENGINEERED WOOD FLOORINGRenaissance XL - Oak Giorgione 280-480 x 23 x 2000-4000mm. See Page 121
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whiteriYer � renDissDnce ;/

XL Oak Giovanni Original Surface
280-480 x 23 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430001

Grading Type: Rustic / Character

XL Oak Duccio Sanded
380 x 19 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430004

Grading Type: Rustic / Character

XL Oak Perugino Sanded Surface
280-480 x 20 x 2000-4000mm
 Finish: UV Hardened Oil/Wax

 D1430002
Grading Type: Rustic / Character

XL Oak Massacio Sanded
280-480 x 20 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430003

Grading Type: Rustic / Character

$s these ȵoors Dre hDnd�mDde to order� pleDse Dllow D leDd time oI � weeNs�

Technical Data Sheets available at www.wrg.ie
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XL Oak Vasari Sanded
280-480 x 20 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430007

Grading Type: Rustic / Character

XL Oak Amadeo Sanded
380 x 19 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430008

Grading Type: Rustic / Character

XL Oak Giorgione Original Surface
280-480 x 23 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430005

Grading Type: Rustic / Character

XL Oak Massolino Sanded
280-480 x 19 x 2000-4000mm

Finish: UV Hardened Oil/Wax
 D1430006

Grading Type: Rustic / Character
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architects&
designers



123ENGINEERED WOOD FLOORING



124 ENGINEERED WOOD FLOORING

• Hotels
• 3Xbs 	 5estDXrDnts
• 5etDil
• 5esidentiDl
• Health care
• College/Universities
• Student accommodation
• Museums

5ecent proMects oI note inclXde /Dnsdowne 3lDce� $dDre 0Dnor Hotel Dnd *olI 5esort� %ecton 'icNinson 
5eseDrch &entre� 0oXnt -Xliet (stDte� HDnoYer 4XD\� 7D\to 3DrN� &liII HoXse Hotel� .err\ *roXp H�4�� 
&Drechoice 1Xrsing Home� 8&& 6tXdent &DmpXs�

Our company is both FSC & PEFC certified and we also follow and comply with EU policy on the importation 
and sale of wood products. If you require any further information for product specification, or simply want 
to discuss our product offering we are more than happy to help you. We also have a full product showroom 
in 'Xnleer� &o� /oXth� which is DYDilDble b\ Dppointment� 3leDse do not hesitDte to contDct Xs to discXss Dn\ 
reTXirements \oX mD\ hDYe� 7el� ��� ������ or sDles#wrg�ie

architects&
designers

We have a long tradition of working with Architects & Designers on both commercial and residential 
developments. Along with offering our product range which is displayed on our site, we also offer a 
bespoNe prodXct design serYice Ior lDrger proMects� we hDYe e[pertise deDling in both new design Dnd 
protected restorDtion�  OXr compDn\ hDs worNed on mDn\ leDding proMects Dnd hDYe e[pertise in the 
following areas.
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The introduction of both colour and 
texture on walls through the use of wood 
has long been used by designers and 
architects.  Our Renaissance Collection is 
available as a special order in Bfl-s1 fire 
rating, allowing you to create a bespoke 
feature in any surrounding. 



128 ENGINEERED WOOD FLOORINGCustom Production Renaissance Oversized Chevron - Aged Rustic Invisible Finish, distressed 140 x 13 x 600mm.



129ENGINEERED WOOD FLOORINGCustom Production Renaissance Oversized Herringbone - European Oak Smoked Planed White UV Oil/Wax 180 x 21 x 900mm.
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Pierfonds European O
ak Custom

 Panels
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Renaissance Stair Nosings - Available to order colour matched to flooring
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8nderlD\s 	 3roȴles

3MM ACOUSTIC BLUE
F1010007
Coverage Per Roll/Pack: 10m2
Roll Size: 3mm x 1m x 10m
TOG Rating: 0.88
Impact Sound Reduction: 22dB
Underfloor Heating: Yes (≤ 8mm Laminate)
Compressive Strength: Very Good
Heat Transfer Resistance: 0.088 k/w m2

8nderlD\ is the IoXndDtion to Dll proIessionDl ȵoor instDllDtions thereIore it is essentiDl thDt the correct prodXct is speciȴed to sXit conditions Dnd 
cXstomer e[pectDtions oI perIormDnce�  :e recommend Xsing D good TXDlit\ XnderlD\ Ior Dll hDrd sXbȵoors� whether the\ Dre mDde oI cement� 
wood sXbstrDte� cerDmic or s\nthetic� <oX conseTXentl\ increDse the resilience oI the ȵoor� Dbsorb indoor Dnd IootIDll soXnd Dnd leYel minor 
irregXlDrities in the sXbȵoor� :e recommend thDt \oX Xse pol\thene oYer concrete sXbȵoors in Dddition to XnderlD\�

2MM HEAT MASTER PERFORATION
F1010014
Coverage Per Roll/Pack: 10m2
Roll Size: 2mm x 1m x 10m
TOG Rating: 0.35
Impact Sound Reduction: 20db
Underfloor Heating: Yes
Compressive Strength: Excellent
Heat Transfer Resistance: 0.035 k/w m2

2MM CORK
F1010004
Coverage Per Roll/Pack: 20m2
Roll Size: 2mm x 1m x 20m
TOG Rating: 0.41
Impact Sound Reduction: 17db
Underfloor Heating: Yes
Compressive Strength: Good
Heat Transfer Resistance: 0.041 k/w m2

3MM PE FOAM
F1010002/ F1010001
Coverage Per Roll/Pack: 15/25m2
Roll Size: 3mm x 1m x 15/25m
TOG Rating: 0.81
Impact Sound Reduction: 16db
Underfloor Heating: Not Suitable
Compressive Strength: Poor
Heat Transfer Resistance: 0.081 k/w m²

4MM GOLD PLUS EXTRA
F1010013
Coverage Per Roll/Pack: 15m2
Roll Size: 4mm x 1m x 15m
TOG Rating: 0.90
Impact Sound Reduction: 20db
Underfloor Heating: Not Suitable
Compressive Strength: Good
Heat Transfer Resistance: 0.090 k/w m2

3MM SILENT PLUS
F1010011
Coverage Per Roll/Pack: 10m2
Roll Size: 3mm x 1m x 10m
TOG Rating: 1.20
Impact Sound Reduction: 23db
Underfloor Heating: Not Suitable
Compressive Strength: Very Good
Heat Transfer Resistance: 0.120 k/w m2

3MM SOUNDMASTER
F1010012
Coverage Per Roll/Pack: 10m2
Roll Size: 3mm x 1m x 10m
TOG Rating: 0.67
Impact Sound Reduction: 20db
Underfloor Heating: Yes (≤ 8mm Laminate)
Compressive Strength: Good
Heat Transfer Resistance: 0.067 k/w m2

3MM ULTRASTRONG
F1010015
Coverage Per Roll/Pack: 10m2
Roll Size: 3mm x 1m x 10m
TOG Rating: 0.60
Impact Sound Reduction: 22db
Underfloor Heating: Yes (≤ 8mm Laminate)
Compressive Strength: Excellent
Heat Transfer Resistance: 0.060 k/w m2

GRIP TIGHT 50 PRO PLUS
Flexible elastic glue
One component ready to use
Trowels easily with greater spread ability
Solvent free
Superior water vapour protection
Can be wet Laid
Working time approx. 45 mins @ 18-20°C
Suitable for under floor heating
Designed for use with Seal Tight 100

SEAL TIGHT 100
One component moisture system
Solvent free, water free & icocyanates free
Suitable for up to 6% Moisture Reading Tramex Moisture Meter
Moisture Content / Excellent bond strength for difficult floors
Superior water vapour protection
Avoids blackening of hands
No flash time required, Easy clean Up
Little bubble formation
Designed for use with Grip Tight Pro Plus
Installation must be within 24 hours of application 
Note: Not suitable for Liquid/Anhydrite Screeds
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ANODIZED STAINLESS STEEL OPTIC 
END PROFILE
Commercial Two Piece

ANODIZED STAINLESS STEEL OPTIC 
TRANSITION PROFILE
Commercial Two Piece

ANODIZED STAINLESS STEEL OPTIC 
REDUCER PROFILE
Commercial Two Piece

SEAL TIGHT 100
One component moisture system
Solvent free, water free & icocyanates free
Suitable for up to 6% Moisture Reading Tramex Moisture Meter
Moisture Content / Excellent bond strength for difficult floors
Superior water vapour protection
Avoids blackening of hands
No flash time required, Easy clean Up
Little bubble formation
Designed for use with Grip Tight Pro Plus
Installation must be within 24 hours of application 
Note: Not suitable for Liquid/Anhydrite Screeds

Size: 12-17mm x 2000mm
Code: F1627009

Size: 12-17mm  x 2000mm
Code: F1627011

Size: 12-17mm x 2000mm
Code: F1627013

WHITERIVER SOLID STAIR 
NOSING UNFINISHED
14-21 x 30 x 2100mm
Designed to match all our plank ranges
The finishing touch to your floor

14-21 x 30 x 2100mm

JOINING PROFILE Available to order in various dimensions and finishes to suit your project.

Size: 17-22mm  x 2000mm
Code: F1627009

Size: 17-22mm  x 2000mm
Code: F162712

Size: 17-22mm  x 2000mm
Code: F162714

EURO STEP STAIR NOSING 320
Commercial Two Piece
Code: F1625043
Colour: Silver
Length: 2700mm
Floor Thickness: 7mm - 16mm
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4XDlit\ Dnd 5eDssXrDnce

:hiteriYer hDYe D long trDdition oI TXDlit\ prodXcts� :e offer \oX brDnd�nDme TXDlit\ Dnd we inYest 
in deYeloping oXr prodXcts to meet the most stringent TXDlit\ reTXirements� 7his leDd in Nnowledge 
Dnd e[perience mDNes Dll the difference in oXr prodXcts� 6o mXch effort comes with D price� bXt 
this price is value for money. It is not by chance that we hold the leading position in the market. If 
\oX reTXire Dn\ inIormDtion regDrding oXr prodXcts� pleDse Ieel Iree to contDct oXr oɝce on tel 
+353 (0) 41 6861000 or to download it from our website www.wrg.ie. 

:e wish \oX mDn\ \eDrs oI enMo\ment with oXr ȵooring prodXcts� 

13 Declaration of performances 
(regulation (EU) Nr. 305/2011) 

DoP 113 

1 Hamberger multi layer parquet, 3-layer-parquet EN 13489: 
2003 

2 Floor covering for internal use under dry conditions 

3 Hamberger Flooring GmbH & Co.KG, Postfach 100353, 83003 Rosenheim  

4 System of assessment and verification of constancy of performance 3*)

5

Thickness 11 mm 
(HDF) 12 mm 12mm 

(HDF) 13,5 mm 

EN 14342: 
2013 

Mass density > 500 kg/m³ 

Key properties 

Reaction to fire*) DFl - s1 

Emission of formaldehyde*) E1 

Content of PCP 5x10-6n

Emission of other dangerous 
substances NPD 

Breaking strength NPD

Slip resistance NPD 

Thermal conductivity 0,145
W/mK

0,122
W/mK

0,171
W/mK

0,123
W/mK

Natural durability 1
(DIN EN 350-1:1994) 

6

  The performance of the product identified in (1) is in conformity with the declared performance in (5). 
This declaration of performance is issued under the sole responsibility of the manufacturer (3). 

Signed for and on behalf of the manufacturer

Peter Huber, 
head of production 

Stephanskirchen, 17.02.2016

*)      In accordance with the harmonised standard specified in (5), the inspection body/bodies (NB 0765 WKI 
Braunschweig, NB 0766 eph Dresden) has/have performed type testing according to the system specified 
in (4).

DOP

1.

2.

3.

4.

5.

6.

7.

not applicable

Notified Body certificate of constancy of performance

8.

9. Declared performance
Essential characteristics Performance Harmonised technical specification

Reaction to fire Cf l-s1 EN 13501-1

Content of Pentachlorophenol < 5 p p m CEN/TR 14823

Formaldehyd Emissions E1 EN 717-1

Slip resistance NPD EN 14342: 2005

Electrical behavior (dissipative) NPD EN 14342: 2005

Electrical behavior (conductive) NPD EN 14342: 2005

Electrical behavior (antistatic) NPD EN 14342: 2005

Thermal conductivity [W/mK] NPD EN 14342: 2005

Water-tightness NPD EN 14342: 2005

NPD: No per f o rm ance det erm ined

10.

(name and function)

26/05/2014

(place and date of issue) (signature)

Unique identification code of the product-type:

Solid Engineered Flooring

Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:

Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):

System 3

The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.

Whiteriver (WRG) Limited,  
Cluide
Dunleer,
Co. Louth,
Ireland.

WD_LF_005
DECLARATION OF PERFORMANCE

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4

Name of the notified test laboratory, that has issued the certificate of conformity of the factory production control, inspection reports and calculation reports (if relevant).

Signed for and on behalf of the manufacturer by:

not applicable

Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4):

In case of the declaration of performance concerning a construction product covered by a harmonised standard:

Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):

System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:

Engineered Flooring Produced For Indoor

For use as floor covering in buildings (see EN 14342 according to the manufacturer's specifications.

In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:

(signature)

CARE INSTRUCTIONS PREFINISHED FLOORING

INTENSIVE CARE

Damp cleaning: 
As the �oor will be subject to high tra�c, the �oor surface 
will need to be deep-cleaned periodically, depending on dirt 
build-up. Please use clean & green® active for deep cleaning. 

Add ½ dosage cap of clean & green® active to 5 litres (1.3 gal.) 
of water. Then wipe the surface with a well-wrung, slightly 
damp cloth. Don't clean the �oor too damp, always avoid 
letting water stand on the surface. If required, repeat the 
process. 

REGULAR CARE

Dry cleaning: 
It is usually su�cient to dry-clean pre�nished surfaces with 
a mop, brush or vacuum. Heel streaks or grease stains can be 
easily removed with clean & green® active. 

Damp cleaning: 
For protection of the pre�nished surface a treatment is 
necessary. Your �oor should be cleaned regularly depending 
on the wear and tear of the surface with clean & green® natural 
diluted in water. Add ½ dosage cap of clean & green® natural 
to 5 litres (1.3 gal.) of water. 

Then wipe the surface with a well-wrung, slightly damp cloth. 
Don't clean the �oor surface too damp, always avoid letting 
water stand on the surface. By polishing the �oor with a cloth 
afterwards, you can optimize the shine of your �oor’s surface. 

DAILY

Sweep once or twice a day with V sweepers or vacuum the 
�oor to collect and remove dirt and abrasive materials. 
Remove gum and black rubber shoe marks daily.

USEFUL TIPS

Climatic conditions: 
In order to maintain the quality and beauty of the �oor, but 
also for your own personal well being, an indoor climate of 
approx. 40% - 60% relative air humidity is ideal with a room 
temperature of approx. 18-22º C. 

BASIC PROTECTION
 
In maintaining the appearance of your pre�nished �oor it 
is always bene�cial to use protective felt pads under chairs 
and table legs and doormats in entrances (to protect your 
parquet against moisture, dirt and sand). 

naturalactive

Chair castors and o�ce roller chairs should be used where 
necessary. Use only lined rollers of type W (soft). Use 
professional felt pads or carpet based castor cups under 
chair and table legs. A further recommendation is to use the 
polycarbonate mats under chair wheels at areas of extreme 
concentration and wear. Steam cleaning machines are not 
suitable for cleaning pre�nished �ooring. 

ENTRANCE BARRIER MATTING

We recommend that good quality entrance barrier mats are 
used at all external entrances to the hardwood �ooring to 
collect grit and moisture from the underside of footwear. We 
strongly recommend that at least 2 - 3 foot falls are allowed 
for. Vacuum and clean the mat regularly.

If there is a door leading outside from the room where you 
have installed your hardwood �ooring, use a doormat to 
catch the dirt and absorb the humidity. Never use a rubber 
mat with styrofoam or plastic backing. If you must move 
heavy pieces of furniture (e.g. refrigerator, piano etc.), never 
slide them directly over the �ooring. Instead, place a piece of 
carpet face down between the legs and the �ooring and pull 
on the carpet to move the furniture.

SPILLAGES

Engineered �oors have a level of water resistance; however 
damage can occur if spillages of liquid onto the surface are 
not wiped up immediately. Extra coats of site applied lacquer 
will increase the water resistance of the �oor. However it will 
not be waterproof.

Pre�nished �oors are among the easiest �oors to care for. The �nish consists of resistant, 
UV-hardened acrylic  varnish. It is formaldehyde-free and environmentally friendly. 

We recommend cleaning and maintenance as follows: 

ENGINEERED FLOORING 
INSTALLATION GUIDE

Owner/installer responsibility: READ CAREFULLY PRIOR TO INSTALLATION
Beautiful floors are a product of nature and therefore, not perfect.  Hardwood floors are manufactured in accordance with accepted industry 
standards which permit a defect tolerance not to exceed 5%. The defects may be of a manufacturing or natural type.  Prior to the installation 
of any hardwood flooring product, the installer must determine that the job-site environment and the sub surfaces involved, meet or exceed all 
requirements as stipulated in these installation instructions.  We do not accept any responsibility for job failure resulting from or associated with 
sub surface or job-site environment deficiencies.  The installer/owner has final inspection responsibility as to grade, manufacture and factory finish.  
He must use reasonable selectivity and hold out or cut off pieces with glaring defects, whatever the cause. When hardwood flooring is ordered, 
5% must be added to the actual square metres needed as allowance for cutting waste and/or mis-manufacture.  Should an individual piece 
be doubtful as to grade, manufacture or factory finish, the installer should not use the piece. DO NOT INSTALL ANY QUESTIONABLE OR DEFECTIVE 
PRODUCT.

NOTE: IT IS RECOMMENDED THAT YOU EMPLOY A PROFESSIONAL FLOORING CONTRACTOR WHO OWNS A MOISTURE 
METER TO LAY YOUR FLOORING. IT IS THE INSTALLER’S RESPONSIBILITY TO CHECK THE MOISTURE OF THE CONCRETE AND 
OTHER CONDITIONS IN THE HOUSE BEFORE LAYING THE FLOOR 

STAGE 1: Before You Start – Job Site Inspection

Acclimatisation and Storage
The floor should be stored horizontally in the room that is being fitted for at least 7 days before installation – the longer the better. The period 
required to acclimatise the flooring should be determined by taking moisture readings of the flooring and also from within the room. The fitter 
should aim for the two to be in equilibrium. Failure to acclimatize may cause excessive expansion and contraction. Do not open the packs prior to 
installation.

The temperature must be at least 18°c and the relative humidity between 40 – 60% for a minimum of 14 days prior to the installation of the flooring 
as well as during and after the fitting. The fitter should carry out these tests. Never bring flooring into a house which is not to the above conditions. 
It is vital that the packs are stacked correctly and horizontally.  Place at least 3 laths between the ground and first row.  The best way to stack the 
packs is to place laths between each row.  

� � � � � � � � � � � � � � � � �
It is imperative to ensure that your cement or wood sub-floor is level (to within 5mm over a 3 metre span) and that it is clean, dry and secure.  
Failure to do this may result in edge damage to the boards or noise related issues e.g. squeaking.  It is the fitter’s responsibility to ensure that the 
floor is level and clean. Any remaining residues or dirt should be removed.

� � � � � � � � � � � � � � � �

Cement Screeds (See Scale):
The moisture of the concrete floor must not be over 3% based on Tramex Concrete Encounter Red Scale in diagram) - this should be tested with 
an appropriate moisture meter e.g. Tramex Concrete Encounter. If the cement subfloor moisture level is too high, either wait until it is dry or use a 

PU Primer / Liquid DPM such as Seal Tight 100 which will seal moisture in cement floors up to 6% moisture.  

Pump / Anhydrite Screeds:
For pump / anhydrite based screeds (usually 45-50mm thickness with underfloor heating), the moisture content level 
of the screed must be below 0.3% CM Moisture (Tramex Concrete Encounter Blue Scale highlighting CM % Moisture in 
diagram). Please note PU Primers or Liquid DPM’s are not suitable for use over Pump / Anhydrite Screeds. Please also see 
Underfloor Heating Guidelines (Section 4)

� � � � � � � � �
Suitable timber subfloors include PAO Battens (Kiln dried approx. 12%), flooring grade plywood or OSB Grade 3 (Kiln Dried approx. 12%). If using 
battens, they should not be further than 300mm apart. Construction Plywood or Rough Timber battons are not suitable subfloors due to their high 
moisture content. If the timber subfloor has a moisture content higher than 12% or you are nailing to rough battens/joists, we recommend the use 
of Bitumen Paper which helps prevent moisture penetration from the timber subfloor. Bitumen paper is used at installer’s/owner’s risk. 

Moisture Barrier
Always use builder’s polythene or a suitable moisture barrier over cement floors for additional moisture protection. Overlap seams by 30cm and 
tape with duck tape (or similar waterproof tape), extend the polythene up the wall behind the skirting.  

Inspect Flooring
Prior to installation, the fitter should inspect each board in daylight for any visible faults or damage and also check the colour, structure and 
finish. The installer/owner has final inspection responsibility as to grade, manufacture and factory finish.  They must use reasonable selectivity and 
hold out or cut off pieces with glaring defects, whatever the cause, Once a board is fitted, it is deemed to be acceptable. It is the responsibility 
of the fitter and the end user to ensure that the grading of the floor is correct. Always select boards from different bundles to ensure an even 
appearance. NO CLAIMS ARE ACCEPTED ONCE THE FLOORING BOARDS HAVE BEEN INSTALLED.

Rustic (or Similar) Grades
We do not guarantee Rustic grades as they may contain boards with open knots, cracks or minor defects

Longitudinal Bowing
In the case of engineered flooring, it is possible for some boards to be bowed on the length. This is more prone in higher humidity environments. 
These boards can be installed without any problem as longitudinal bowing is self correcting. Some boards may need to cut and used as a starter 
and end piece.

PRODUCT RANGE INFORMATION
Floor Type Laminate Floor
Features & Finish 1-Strip
Board Size 1375 X 188 X 12mm
Box Quantity 5 Boards per pack
Pack Size 1.293m2
Packs per pallet 56 Packs per pallet
Use Class 33 / AC5
Origin Made in Germany
Bevel 4V
Bathroom No
Conservatory Yes
Under Floor Heating Yes
Warranty 30 Year residential / 5 Year commercial according to terms of our warranty
Installation 5G click system
DOP WD_LF_001 Available on request with our o�ce or can be downloaded on www.wrg.ie.
EUTR Responsibly sourced under EUTR regulations

TEST CHARACTERISTICS TEST METHOD
Formaldehyde emission < 0.05 ppm EN 717-1
Surface stain resistance Grade 5, no visible changes to surface EN 438-2, 15
Lightfastness ≥ Level 6 Blue Wool Scale   Level 4 Grey Scale EN ISO 105-B02 EN 20 105-A02
Resistance to cigarette embers Grade 4, no visible changes to surface EN 438-2, 18
Fire resistance Ignites with di�culty, at least C�-s1 EN 13501-1
Height difference between connected 
elements

Average: ≤ 0.10 mm Max: ≤ 0.15 mm EN 13329

Edge straightness (bend) ≤ 0.3 mm/m EN 13329
Openings between connected elements Average: ≤ 0.15 mm max: ≤ 0.20 mm EN 13329
Static indentation < 0.01 mm - no visible changes, Impression in test with 

straight steel cylinder of 11,3 mm diameter
EN 433

Thermal resistance
0.09 K/W

w o o d  fo r  l i v i n g

12 underfloor
heating

compatible
AC5
ABRASION 

CLASS 5G Click System

PRODUCT 
SPECIFICATION 
SHEET

1 2 M M  R O B U S T O  4 V  3 3  /  A C 5

RES IDENT IAL
2 5  Y E A R S

COMMERCIAL
3  Y E A R S

3 0  Y E A R S

RES IDENT IAL
2 5  Y E A R S

COMMERCIAL
3  Y E A R S5  Y E A R S

This technical data sheet was developed by Whiteriver Group, Cluide, Dunleer, Co Louth, Ireland, A92 V8YN. At the time of issuing this datasheet, all information is 
correctly stated. The company reserves the right to update or amend the specifications of this product at any time without prior notice to third parties.

PRODUCT DESIGN INFORMATION

Board Size 190 x 14 x 1900mm

Product code D1012020

Species European oak (Quercus Petraea)

Floor Type Multi-layer European oak

Construction Engineered

Top Layer 3mm
Surface �nish Brushed & matt varnished / lacquered 

Treatment Heavy brushed

Pro�le As per drawing

Box quantity 6 boards per pack (one nested row per pack)

Pack size 2.166m2 

GRADING CRITERIA INFORMATION

Grading Universal Grading: Contains a mixture of prime, nature and rustic/character grading. Di�erent species 
will have di�erent characteristics e.g. european oak grading tends to include it’s fair share of knotting 
so there will be a more limited amount of prime/nature boards within universal grading. The boards 
will contain both heartwood and sapwood and have a degree of natural colour variation as a result. 
Sapwood of up to 30% of the face area is allowable. Knots are �lled to match the natural timber 
however may vary between boards and batches.

Filler Allowed (All defects will be �lled)

Putty colour Dark brown

Moisture content 8-10%

Gloss level 10% (+/-5%)

Plywood Poplar  / Eucalyptus plywood

Bevel Micro bevel on all 4 sides

Board length +/-2.0mm

Board width +/-0.2mm

Board thickness +/-0.3mm
Bow (length) (max) 10mm per linear metre

Weight 590kg p/m3

ENGINEERED PRODUCT SPECIFICATION DATASHEET

whiteriver groupwrg www.wrg.ie
Dunleer, Co. Louth, Ireland.
Tel: (+353) 041 686 1000 Fax: (+353) 041 686 2909
Email: sales@wrg.ie

GLENGARRA OAK
FOREST COLLECTION

190 X 14 / 3 X 1900MM

w o o d  fo r  l i v i n g

� 7echnicDl dDtDsheets
�  &( certiȴcDtes
- Declaration of Performance
� 8nderȵoor heDting
- Installation instructions
- Warranties
- Floor aftercare & maintenance 
 �5esidentiDl Dnd &ommerciDl�
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Renaissance XL - Oak Giovanni (Extra Wide) 280-480 x 23 x 2000-4000mm. See Page 120
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Select / Prime 
As the name suggests, this high grade will have little or no knots – any knots contained 
in the finished product will be minimal in size. Sapwood imperfections and fillers are 
kept to a minimum and colour matched to blend with the grain of the wood. Overall 
colour variation is consistent.

Nature
Nature grading contains some knots, but less than Universal grade, some sapwood 
and some colour variation. Knot sizes are restricted so it tends to have an overall 
calmer appearance than Universal grading. Knots are filled to match the natural 
timber however may vary between boards and batches.

Trees are as individualistic as people and 
therefore no two are the same. It is this 
characteristic that makes timber floors an 
attractive choice and interesting feature 
in any setting. Grading guidelines will vary 
between manufacturers as well as 
between different species and we feel it is 
important to outline some of the typical 
variances to be found within our ranges. 

We have put together the following 
examples of Oak grading as a guide to 
highlight some of the characteristics you 
can expect to see across different floors. 
It is important to note that these images 
are typical characteristics and will vary 
within their own grades as choosing 
veneers is done by visual inspection and 
is not an exact science.
There will always be a level of inconsistency 
in grading across any given area therefore 
it is important that your installer inspects 
each board prior to fitting, ensuring that 
any falling outside the grading limitations 
are removed within standard cutting 
allowances. 

We cannot guarantee showroom samples 
and images within our brochures or 
website will be an exact match – selection 
prior to installation is the sole 
responsibility of the installer and end 
user.  

3/$1. 35O'8&76

Sapwood 
Sapwood is the outer part of a tree’s stem or branch which allows essential water and 
sap to flow as it continues to grow. In most species it has a lighter appearance to the 
rest of the tree as it naturally contains a higher level of moisture during growth. The 
level of sapwood in our flooring ranges is controlled within our grading guidelines and 
also depends on the surface treatment of the final product. Natural oiled or clear 
varnished finishes will mask the appearance of sapwood while smoking and white 
oiling may highlight the sapwood as it reacts to the finishing process.

Vintage
Quantity and size of knots will be significantly more evident in this grade. Maximum 
size of broken knots, 45mm. The boards will contain both heartwood and sapwood 
and have a higher degree of natural colour variation as a result. Allowable sapwood to 
be less 30% of the board width and less than 30% in volume. Growth ring and end 
crack defects will be more obvious and sunken filled to match the natural timber 
however may vary between boards and batches. Width of cracks 10mm maximum

Grading Guidelines
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Universal
Universal grading contains a mixture of prime, nature and rustic/character grading. 
Different species will have different characteristics e.g. european oak grading tends to 
include it’s fair share of knotting so there will be a more limited amount of prime/
nature boards within universal grading. The boards will contain both heartwood and 
sapwood and have a degree of natural colour variation as a result. Knots are filled to 
match the natural timber however may vary between boards and batches.

Rustic A / Nature (Herringbone & Chevron Panels)
This grading contains some knots, some sapwood and some colour variation. 
Maximum knot size is restricted to c25mm so it tends to have an overall balanced 
appearance due to fewer knots. Knots are filled to match the natural timber however 
may vary between boards and batches.

Medullary Rays
Medullary Rays are natural cellular structures within the tree and can appear as a 
sporadic formation of stretch like marks within the timber. 

Rustic / Character
Quantity and size of knots will be significantly more evident in this grade. The boards 
will contain both heartwood and sapwood and have a higher degree of natural colour 
variation as a result. Growth ring and end crack defects will be more obvious and filled 
to match the natural timber however may vary between boards and batches.

Knots & Fillers
Knots are created when a branch grows out from the crown of the tree and can also be an indication of a dormant bud. The tree naturally grows around knots hence the flowing 
effect of the grain around them. The amount and size of knots in our flooring is controlled within our grading guidelines. During the manufacturing process it may be necessary to fill 
knots to achieve a consistent surface finish – the colour and depth of the filler is determined by the overall design of the final product.

1ote� Ȋ6unNenȋ filler is a feature of our )orest &lifden� Tavern and 'alNey ȵoors where the filler is set Eelow the overall surface of the Eoard for a rustic finish.
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Engineered Care & Maintenance

Historic New Orleans Elm Plank - See Page 88

PDrTXet 1DtXrDl 
Cleaner
500ml

Intensive Active 
Cleaner
500ml

Aqua Shield
1000ml

Caring for your Varnished Floor Caring for your UV Oiled / Waxed Floors

REGULAR CLEANING & CARE
Dry cleaning: 
Ζt is XsXDll\ sXɝcient to dr\�cleDn preȴnished sXrIDces with D mop� brXsh or YDcXXm� Heel streDNs or 
grease stains can be easily removed with clean & green® active. 
Damp cleaning: 
)or protection oI the preȴnished sXrIDce D treDtment is necessDr\� <oXr ȵoor shoXld be cleDned 
regularly depending on the wear and tear of the surface with clean & green® natural diluted in water. 
$dd � dosDge cDp oI cleDn 	 greenp nDtXrDl to � litres ���� gDl�� oI wDter� 7hen wipe the sXrIDce with 
D well�wrXng� slightl\ dDmp cloth� 'onȇt cleDn the ȵoor sXrIDce too dDmp� DlwD\s DYoid letting wDter 
stDnd on the sXrIDce� %\ polishing the ȵoor with D cloth DIterwDrds� \oX cDn optimi]e the shine oI \oXr 
ȵoorȇs sXrIDce� 6teDm cleDning mDchines Dre not sXitDble Ior cleDning preȴnished ȵooring� 
INTENSIVE CARE
Damp cleaning: 
$s the ȵoor will be sXbMect to high trDɝc� the ȵoor sXrIDce will need to be deep�cleDned periodicDll\� 
depending on dirt build-up. Please use clean & green® active for deep cleaning. Add ½ dosage cap of 
cleDn 	 greenp DctiYe to � litres ���� gDl�� oI wDter� 7hen wipe the sXrIDce with D well�wrXng� slightl\ 
dDmp cloth� 'o not cleDn the ȵoor too dDmp� DlwD\s DYoid letting wDter stDnd on the sXrIDce� ΖI 
required, repeat the process. 
REFRESHING
7o opticDll\ reIresh the ȵoor Dnd improYe dXrDbilit\� we recommend thDt \oX Xse &leDn 	 *reen 
$TXD6hield� 6tDrt b\ thoroXghl\ cleDning the ȵoor �dXst�Iree�� :e recommend &leDn 	 *reen $ctiYe Ior 
this Mob� &leDn 	 *reen $TXD6hield is Dpplied on dilXted with D rectDngXlDr�sTXDre cotton coYer mop� 
(Yenl\ Dppl\ the $TXD6hield in oYerlDpping lines� :Dit DboXt two hoXrs beIore sXbMecting the ȵoor to 
trDɝc Dnd loDd� 7he DpplicDtion oI &leDn 	 *reen $TXD6hield cDn leDd to chDnges in the gloss leYel�

WOCA Soap
Avg. Coverage: 320-400m²/L

Woca Wood Cleaner/
Stripper
Avg. Coverage: 2 00-300m²/L

REGULAR CLEANING & CARE
89 Oil :D[ ȵoors reTXire ongoing regXlDr cleDning with :O&$ 6oDp to mDintDin Dnd bXild Xp 
sXrIDce protection� 7his is especiDll\ importDnt in ȴrst ��� months to bXild Xp Dnd sDtXrDte the 
sXrIDce with soDp� Higher trDɝc DreDs e�g hDllwD\s� Nitchen DreDs will reTXire IreTXent cleDning� 
:hite�*re\ tone ȵoors will Dlso reTXire more IreTXent cDre� Ζt is recommended to DlwD\s worN 
with 2 buckets, 1 with soap water and 1 with rinsing water. Mix 125ml of soap with 5ltrs of luke 
wDrm wDter� &leDn the ȵoor with the minimXm TXDntit\ oI wDter� 6teDm cleDning mDchines Dre 
not sXitDble Ior Xse on Dll engineered�solid wood ȵooring�

INTENSIVE CARE
8se :ocD :ood &leDner the dD\ beIore the :O&$ 6oDp is ȴrst Dpplied� 1�%� :ocD :ood 
Cleaner is a high strength intensive cleaner and is not for general/regular cleaning. Mix 125 
ml� oI ΖntensiYe :ood &leDner with ��� / wDrm wDter� 8se ΖntensiYe :ood &leDner in the sDme 
way as for normal washing and leave to work for 5 minutes before wiping down with clean 
water. Intensive Wood Cleaner leaves soaped, oiled and wax-treated surfaces completely free 
of protection, so they should be re-oiled/waxed or soaped afterwards.

REFRESHING
Clean the surface with Intensive Wood Cleaner as per above. After cleaning, leave the surface 
to dry for at least 8 hourse at 20°C. Apply an appropriate amount of paste to a red/white Hand 
Scrubber and distribute over the surface in a thin, even coat. Continue polishing until the wood 
seems sDtXrDted Dnd the sXrIDce hDs D XniIorm DppeDrDnce� )or lDrger DreDs �ȵoor lDrger thDn 
10m2) it would be advantageous to use a polishing machine. If the wood does not seem fully 
sDtXrDted DIter ��� hoXrs� it woXld be DdYDntDgeoXs to repolish� with less pDste thDn the ȴrst 
treatment, but following the same procedure. Wait 4-6 hours before using the surface. 

Maintenance
Paste/Gel
Avg. Coverage:  20-30m²/L
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Caring for your UV Oiled / Waxed Floors
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